
��������
�������

�������
�� ����

�� ��������
����� ����

�� � �����

Sport 200
INTERCOM

CO-PILOT
HEADPHONE JACK

CO-PILOT
MIC JACK

PILOT
HEADPHONE JACK

AIRCRAFT
HEADPHONE

JACK

220 OHM
1/4 WATT RESISTOR

AIRCRAFT
HAND MIC

JACK

PILOT
MIC JACK

BARREL BARREL

BARRELBARREL

TIP
TIP

TIP
TIP

TIP

TIP

RING

RING

RING

PIN 14 HEADPHONE AUDIO
Microair 760

PIN 1 MIC AUDIO

PIN 7 RADIO MIC KEY

AIRCRAFT RADIO

12345

TO

TO

TO TO

AIRCRAFT / INTERCOM INTERFACE AREA

PILOT
PTT SWITCH

CO-PILOT
PTT SWITCH

POINT
( INTERCOM
CENTRAL
GROUND
POINT )

(3) BLUE

(1) WHITE / BLACK

(6) BROWN

(5) WHITE

(2) WHITE / RED

(10) WHITE / BLUE

(11) WHITE / ORANGE

(7
)R

E
D

(4
)B

LA
C
K

P1

J1
I N T E R C O M
Sport 200

SQ ON VOL

J1
(12) VIOLET

��

��

OPTIONAL PUSH-TO-INTERCOM SWITCHES
( 1 PER HEADSET )

�

�

PIN 11 GROUND�� �

PIN 12 GROUND�� �
SEE NOTE 3

Sport 200 – Microair 760 Radio Installation Wiring Diagram
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NOTES
1.  IF PILOT PTT SWITCH IS CONNECTED TO THE 

AIRCRAFT HAND MIC JACK, IT MUST BE DISCON-
NECTED AND CONNECTED TO THE WHITE / RED 
WIRE AS SHOWN.

2.            AIRCRAFT CHASSIS GROUND.

3.  SEE RADIO MANUFACTURERS INSTALLATION 
INSTRUCTIONS FOR ALL  POWER, GROUND, AND 
ANY ADDITIONAL HOOKUPS.

4.  THIS INSTALLATION DIAGRAM  IS FOR A SINGLE 
RADIO SYSTEM WITHOUT AUDIO PANEL.
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Figure 4 

*  ICS Load Modification
For more information about this resistor mod 
see the ICS Load Modification instructions.
File Name: ICS-Load_1440_Mod.pdf 
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