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LOCTITE® HIGH TEMPERATURE 
GASKET SEALANT

 LOCTITE® High Temperature Gasket Sealant is a slow 
drying viscous paste. It remains pliable and flexible and 
is designed to seal flanges, threaded connections and 
fasteners at temperatures from -45° C to +315 °C. It 
can be effectively applied to cork, paper, plastic and 
metal surfaces. Typical applications include sealing 
gaskets, flanges and threaded connections, aircraft 
heating systems, manifolds, pipe fittings, steam lines, 
gear boxes and cover plates.
 P/N 09-28425 ...........$29.50

PERMATEX
FORM-A-GASKET NO. 1

Seals and repairs a wide range of gaskets. Fills in 
uneven flanges surfaces. Seals pipe fittings, air ducts, 
boilers, plumbing connections and threaded assem-
blies. Dries fast, sets hard for sealing permanent or 
rigid assemblies. Easy to apply. Improves gasket 
sealing power, adds reliability to rigid or permanent 
assemblies. Eliminates delays.
3 oz., Tube, #1B...............P/N 09-28415 .............$7.60
11 oz, Tube, #1C .............P/N 09-28430 ...........$16.75

PERMATEX
FORM-A-GASKET NO. 2

A non-hardening, heavy-bodied, pliable sealant for 
semi-permanent assemblies. Use on threaded assem-
blies, over plates and hose con nec tions, metal-to-metal 
applications.  Temperature range -65° to 400° F., pres-
sures up to 5000 PSI. Apply with putty knife or stiff 
bristle brush. Conforms to MIL-S-45180B  Type II.
3 Oz. Tube #2B ................P/N 09-28420 .......... $10.50
11Oz. Tube #2C ...............P/N 09-28400 ...........$18.50

MARVEL MYSTERY OIL
Standard for break-in on new or overhauled engines and 
for carbon removal from cylinder heads, piston rings, 
valves, etc. Mix with regular oil for perfect engine opera-
tion to -20°F. Lubricates tight nuts, control hinges and 
landing gear. Dust repellent.
Quart .....................................P/N 09-27500 ...........$10.55
Pint .......................................P/N 09-27505 .............$6.65
Gallon ...................................P/N 09-27600 ...........$25.50

MOUSE MILK OIL
For speedy help in removal of rusted or frozen studs, nut 
and bolts; frees up cables, slides and linkage; unequalled 
wherever a lubricant and penetrant are required. Lasting 
lubricating qualities.
Attention: Volatile Organic Compounds (VOCs) 
Government Regu-lations. Product cannot be pur-
chased, sold, or used in California.
8 Oz ..........................................P/N 09-39608 ...........$10.70
32 Oz ........................................P/N 09-39632 ...........$28.85

MOUSE MILK OIL PURPLE
- VOC COMPLIANT

Mouse Milk Purple is a vegetable oil based VOC-compliant 
alternative to the traditional Mouse Milk. The Greener 
Alternative. For speedy help in removal of rusted or frozen 
studs, nut and bolts; frees up cables, slides and linkage; 
unequalled wherever a lubricant and penetrant are required. 
Lasting lubricating qualities.
8 Oz ..........................................P/N 09-05784 ...........$10.70

LUBRICANTS – GASKETS – DEGREASERS

GUNK HYDRO-SEAL
Two-layer room tem per a ture carbon digester and paint 
stripper. No flash point. Safe on all metals. Simply soak 
and pressure rinse or solvent rinse. 5 gal. pail contains 
parts soaking basket.
HS-5K, 5 Gal. Pail w/ parts basket (Wt. 56 lbs., truck ship-
ment req’d) ...........................P/N 09-30000 .........$246.95
Factory-direct shipment on 50 gal. drums of Gunk and 
Hydro-seal. F.O.B. Charlotte, N.C.

AVIATION FORM-A-GASKET NO. 3
Slow-drying, non-hardening brush-top sealant 
approved for use in aviation as well as automotive 
applications. Temperature range -65°F to 400°F (-54°C 
to 204°C); resists gasoline, oil and grease.
Application: Close-fitting machined surfaces, sealing 
hoses, solid gaskets.
Conforms to MIL-S-45180B, Type III.
4 Oz. Can  #3H ................P/N 09-28500 ...........$11.50
1 Pint Can #3D.................P/N 09-28600 ...........$26.50

MOLYKOTE 33 BEARING GREASE
Dow Corning 33 Extreme Low Temperature Bearing 
Grease is a thickened silicone oil; resistant to oxida-
tion, moisture and corrosive atmospheres, inert, good 
shear stability and wide service temperature range.
Specifications:
• 5.3oz (150g) Tube.
• Base Chemistry: Silicone
• Flash Point: >101.1°C
• Service Temperature: -73 to 204°C
• Specific Gravity: 1.1 @ 25°C
• Viscosity Cp: 100 @ 25 °C
 P/N 06-02342 ...........$48.50

ANDYS SUPER OIL LUBRICANT
Powerful Lubrication - A 21st Century Formula.  Andy’s 
Super Oil takes advantage of the latest advances in 
tribology (the science of lubrication) by combining a 
high-quality petroleum base with the finest additives, 
including PTFE (commonly known by the trademarked- 
name Teflon). PTFE is one of the most lubricious 
materials known and is a key element in making Andy’s 
Super Oil the finest spray lubricant available today.
11 oz. ...............................P/N 09-04441 ...........$11.99

ANDEROL ROYCO 782 
HYDRAULIC FLUID

Synthetic fire resistant “Super Clean” hydraulic fluid   
ROYCO 782 is a red - colored synthetic hydraulic 
fluid developed to meet the severe duty demands 
of today’s military and industrial equipment. Modern 
additive technology is employed for oxidative stability, 
corrosion inhibition, and anti-wear protection. ROYCO 
782 is compatible with petroleum based fluids and all 
components used in mineral oil type hydraulic systems.  
Mil-Spec: MIL-PRF-83282.
Quart ................................P/N 08-07539-1 ........$20.80
Case (24 Quarts) .............P/N 08-07539 .........$499.00

BENDIX MAGNETO GREASE
#10-27165 - Factory rec om mend ed lubricant for bear-
ings in Bendix magnetos.
1 Lb. Can .........................P/N 10-27165 .........$133.80
#10-391200 - For use on distributor block bushing. 
Provides proper shaft lubrication. 
8 oz. can ..........................P/N 10-391200 .......$144.75
#10-86527 - High temperature breaker/cam lubricant
 P/N 10-86527 ...........$92.75

AIM-A-SQUIRT
Aim-A-Squirt was developed out of the need to apply 
lubricants, corrosion inhibitors and solvents in those 
hard to reach areas with out getting the products all 
over everything. Aim-A-Squirt has been tested with 
hundreds of different products which have had no affect 

on the special plastics the straw is made of. The straw is flexible enough 
that it will not kink when it is twisted in a small circle.
Features: • Reach difficult areas with ease • Allows can to remain upright
• Two sizes to fit most cans • 32″ length .....P/N 09-02325 ...........$15.50
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